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M PNP Transistors

WROHS

lead-free 1.Base
2.Emitter
W Features 1 3.Collector
@ Collector Current Capability Ic=-0.5A W Simplified outIine(SOT-23)
@ Collector Emitter Voltage Vceo=-80V
B Absolute Maximum Ratings Ta = 25C
Parameter Symbol Rating Unit

Collector - Base Voltage VcBeo -80

Collector - Emitter Voltage VCEO -80 \Y

Emitter - Base Voltage VEBO -4

Collector Current - Continuous Ic -0.5 A

Collector Power Dissipation Pc 225 mW

Derate Above 25°C 1.8 mW/C

Thermal Resistance Junction—to—Ambient ReJa 556 CIW

Junction Temperature TJ 150 .

Storage Temperature range Tstg -55 to 150 ¢
B Electrical Characteristics Ta = 25°C

Parameter Symbol Test Conditions Min | Typ | Max | Unit

Collector- base breakdown voltage Veceo | lc=-100 pA, [E=0 -80

Collector- emitter breakdown voltage Vceo |lc=-1mA, I8=0 -80 \

Emitter - base breakdown voltage VEBO |[IE=-1001 A, Ic=0 -4

Collector-base cut-off current Iceo | Ves=-80V, [E=0 -0.1

Collectorr cut-off current Ices | Vce=-60V, Ie=0 -0.1 uA

Emitter cut-off current IEBO VEB= -4V, Ic=0 -0.1

Collector-emitter saturation voltage VCE(sat) | Ic=-100 mA, IB=-10mA -0.25

Base - emitter saturation voltage VBE(sat) | Ic=-100 mA, IB=-10mA -1.2 \%

Base - emitter on voltage VBE(on) | VCeE= -1V, Ic=-100mA -1.2

DC current gain hre Vee= -1V, le= -10mA 100

Vce=- 1V, Ic=-100mA 100
Transition frequency fr Vce= -1V, Ic= -100mA,f=100MHz 50 MHz

Note. Pulse Test: Pulse Width < 300 us, Duty Cycle < 2.0%.
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B Typical Characterisitics
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www.yfwdiode.com 2/4 GuangDong YFW Electronics Co, Ltd.




YFIU

ﬁmﬁl MMBTAS6 SOT-23

B Typical Characterisitics
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Figure 6. “ON” Voltages Figure 7. Collector Saturation Region
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Package Outline SOT-23
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DIMENSIONS (mm are the original dimensions)
A
UNIT A max. bp c D E e e, He Lp Q \ w
1.1 0.48 0.15 3.0 1.4 25 0.45 0.55
mm oo | %1 | 038 | 00o | 28 | 12 | Y0 [ 9% | 21 | o015 | 0as | 02 | 01

Summary of Packing Options

Package Packing Description Packing Quantity Industry Standard
SOT-23 Tape/Reel,7”’reel 3000 ElA-481-1
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